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In case of emergency, at night when Salt Lake City 
switchboard is closed, or on Saturdays, Sundays and Holidays, 
the following offices may be reached by commercial telephones 
when there are no other means of communication available. 


Location and Office Number 
Salt Lake City, Chief Dispatcher. ..DA 2-2079 
DA 2-2307 
A 2-3839 
R 2-5871 
H 2-5153 


Grand Junction, East Yard... 


SIGNAL MAINTAINERS 


Signal District 
From To 
Grand Junction. MP 444.9 ABS 4561 
ABS 4561 ABS 4877 
ABS 4877 ABS 5334 
ABS 5334 ABS 5824 
ABS 5824 ABS 6240 
ABS 6241 ABS 6459 
ABS 6459 ABS 6797 
ABS 6797 ABS 7072 
ABS 7072 ABS 7360 
ABS 7360 ABS 7798 


LOCAL WATCH INSPECTORS 
Name Location 
George R. Parsons. Grand Junction 


Woody Jewelry Stor 
G. H. Heindselman.. 
H. B. Miller & Co.. 
L. C. West & Sons. 


AVOID DAMAGE — SWITCH CUSTOMERS’ 
CARS CAREFULLY 


OVERSPEED Couplings are DAMAGING—Here’s what 
happens: 


4 miles per hour 0 SAFE COUPLING SPEED 

5 miles per hour O=—= Damage begins 

6 miles per hour O=—— 23 times as damaging as 4 MPH 
7 miles per hour QD =—— 3 times as damaging as 4 MPH 


4 times as damaging as 4 MPH 
5 times as damaging as 4 MPH 
6 times as damaging as 4 MPH 


8 miles per hour (1) 
9 miles per hour (1: 
10 miles per hour 0) 


Damage to freight or car can be avoided by always keep- 
ing coupling speed within the safe range— NOT OVER 4 
MILES PER HOUR —A BRISK WALK. 


HANDLE FREIGHT CAREFULLY AND 
KEEP OUR CUSTOMERS! 


SPEED TABLE 


4 WESTWARD MAIN LINE EASTWARD 


FIRST CLASS 


FIRST CLASS 
pan 3 | Sub-Division 5 
2 
17 rs Stations 
California] 3 
Zephyr 3 TIME-TABLE No. 2 Prospector 


11 43MM) 


lo. 7.4 
8]528.1 = THOMPSON - -WY 


EAST 
Se 
1. 
wep EE Be (Pe) v/ Rees Pere 
1 


(176.8) 


Except as otherwise indicated, dispatcher Grand J unction 
controls all positive ABS and dual controlled switches. Where 
ABS and dual controlled switches are controlled by operators, 
they do so as directed by Dispatcher. 


WESTWARD MAIN LINE EASTWARD 5 


FIRST CLASS 


Bevis Ss Sub-Division 6 
>be 
22 Stations 18 | 8 
25 California| 
8 Time-Table No.2 | Zephyr | Prospector 


July 1, 1962 


Z 2 
Eee oe =SPRING- 
2 = De VEELE. .-</.\.5 3] 


Saf eM! 
Babee U.P. GROBSING).....-.--|-2--2-2-- 


1. 
eyes (prep MILL 
5. 
AMERICAN 


3. 
2) MURRAY.....]..-------[-----000° 
< 2.3 
= |EASTROPER..|........-|-----++++ 
SS 1.8 


ROPER 


-BR 


Arrive Arrive (119.7) 


Daily | Daily 


Trains operate by Centralized Traffic Control between “Beginning 
of CTC” and “End of CTC”. Signs at the following locations: 

East end Helper. é 

Between Lynn and East end Soldier Summit. 

On Westward Main track East end Thistle. 

On Eastward Main track West end Thistle. | 


Daily | Daily 


; 
Leave | Leave ; 
i 
i 


Between Provo and East Roper. 
Except as otherwise indicated, dispatcher Salt Lake City controls 


all positive ABS and dual controlled switches. Where ABS and dual 
conkoled puns are controlled by operators, they do so as directed 
y Dispatcher. : 

ABS will be placed to left of tracks they govern at following lo- 


i 
cations: on | 
Eastward on Westward on Eastwar 
Westward Track: Eastward Track: Main Track: | 
6336 W 6335 E 1424 j 
6352 W 6351E 7434 
6372 W 6a71E j 
6420 W 6419 E 1 
6443 E ' 
; 


6442 W 
Home Signal MP 705.8 


6 WESTWARD MAIN LINE EASTWARD 


Sub-Division 7 
Station Mile TIMETABLE, No. 2 Capacity 
Numbers Posts July 1, 1962 of Siding 
6000 745.1 SALT LAKE CITY........... BE Yard 

ood se aeine aw ein 745.5 
9816 750.9 
9824 753.9 
9840 767.6 
9847 770.8 
wkdeg eb Sits ans lae 771.3 
9854 775.1 
9886 781.1 
9886 782.0 


Trains operate by Centralized Traffic Control between 
“Beginning of CTC” and “End of CTC” signs located near 5th 
North St., Salt Lake City, and East end of Woods Cross. 


MONTROSE BRANCH 
WESTWARD EASTWARD 


103 104 


Sub-Division 16 


Freight Stations Freight 
—_ TIME-TABLE No. 2 |___—_—— 

Leave Station Arrive 

Daily [Numbers Daily 
6 10m 

5 $9 

ae) 5 26 

BRIDGEPORT. 5 509 

WHITEWATER... 435 

2.5 

GRAND JCT............ 4 oom 

Leave 

Daily 


No. 103 is Superior to No. 104 Delta to Grand Jct. 


re TE TM 


NORTH FORK BRANCH 7 
WESTWARD EASTWARD 
WEIWMD eee 


oe hares 16-A 


Station Mile 
Numbers 


HoTChKss. 
Rogiiks MESA.. 


4. 
BUSEEN: 
1 
SAXTON.. 


No. 103 is Superior to No. 104 Paonia to Delta. 


SUNNYSIDE BRANCH 
WESTWARD EASTWARD 


Sub-Division 5-A 
Stations 
TIME-TABLE No. 2 


Station Capacity of 

Numbers July 1, 1962 iding 
SUNNYSIDE....0.....:...-+- Yard 
coLUMsra scr. zx} 120-120 
BANNING 85 


MoUNDS JE MEL ABS Sed fei 


8 MARYSVALE BRANCH 
WESTWARD EASTWARD 


SECOND 
CLASS 


102 


Freight 


Sub-Division 6-D 
Stations 
TIME TABLE No. 2 
July 1, 1962 


101 


Freight 


Station 
Numbers 


0.9 

ee EPHRAIM.... 

SPRING CITY 2h 30 
5. 

MT. PLEASANT.....J........+ 


THISTLE. .DNBFJKSWY| 


No. 101 is Superior to No. 102 from Salina to Ephraim. 


KENILWORTH BRANCH 
WESTWARD EASTWARD 


Sub-! — 6-A 


Sta 
TIMESTABLE, No. 2 
July 1, 1962 


RENE WORTH Pee dawe sss sees cefecssuvsee 
Ce DA! Hirt a5 Peuaomee, KENILWORTH JCT...........].....-- : 


Miles from 
Kenilworth Jet. 


ee ee ae a a lat my 


SPRING CANYON BRANCH 9 
WESTWARD EASTWARD 


Sub-Division 6-B 
Stations 
TIME-TABLE No. 2 

July 1, 1962 


Miles from 
Spring Canyon 
Junction 


Station 
Numbers 


Pen ie 
LATODA. 
GRRE CANYON... 
SPRING CANYON JCT. 


PLEASANT VALLEY BRANCH 
WESTWARD EASTWARD 
rn i Sub-Division 6-C Pas 
gate! Migiom| nett mn 2 | Rae” 
July 1, 1962 


Yard 


WESTWARD TINTIC BRANCH EASTWARD 


Sub-Division 6-E 


Station 


Miles from Cay mi of 


Numbers | Springville TIMESFABLE No. 2 iding 
Yard 

17 

8 

13 

35 

se 28 

SPANISH FORK.....0.000.00-. 23 


SPRINGVILLE................ 


GOSHEN VALLEY BRANCH 
WESTWARD EASTWARD 


Sub-Division 6-F 
Stations 
TIME-TABLE No. 2 
July 1, 1962 


Miles from 


Capacity of 
Dividend "Riding | 


10 PROVO CANYON BRANCH 
WESTWARD EASTWARp 


Sub-Division 6-G 
Station Miles from Stations Capacity o¢ 
Numbers Provo ‘TIME-TABLE No. 2 ding — 
July 1, 1962 


|_—_————__ 
Yard 


9544 27.9 HEBER. 450.5 : 
9542 24.2 CHARLESTON 13 
9541 17.2 WALLSBURG. 24 
9512 5.8 re. 18 
OBO cus ene eas PROVO ey SASSI DNBFJKOWY| Yard 


WESTWARD OREM BRANCH EASTWARD 


Sub-Division 6-H 


Station Miles from Stations Capacity of 
Numbers Provo Jet. TIME-TABLE No. 2 jiding 
July 1, 1962 
amartementy 6.4 
9570 6.2 


4.8 


LITTLE COTTONWOOD BRANCH 
WESTWARD EASTWARD 


Sub-Division 6-1 


Station Miles from Stations Capacity of 
Numbers | Midvale TIME-TABLE No. 2 Siding 
July 1, 1962 
ae vel 1.6 END OF TRACK....2.0.000.05 17 
9602 1.0 STATE STREET. 
OSISIO cs oss kero MIDVALE 


WESTWARD LARK BRANCH EASTWARD 


Sub-Division 6-L 


Station Miles from Stations Capacity of 
Numbers Dalton TIME-TABLE No. 2 Siding 
July 1, 191 
— 
Yard 


WESTWARD HOOPER BRANCH —_ EASTWARD 


Sub-Division 7-A i 
Station Miles from Stations Capacity ® 
Numbers Roy TIME-TABLE No. 2 dine 
July 1, 1962 
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Special Time-Table Rules 


SUPERSEDING RULES AND REGULATIONS WHicy 
ARE INCONSISTENT THEREWITH 


SUPERIORITY AND MOVEMENT OF TRAINS 
(See also Time-Table Rule 4) 


1. EASTWARD TRAINS ARE SUPERIOR TO WESTWa py 
TRAINS OF THE SAME CLASS EXCEPT: 


1-A. Schedule time of passenger trains apply at Passen;,. 
Depot Grand Junction. : 


1-B. Rule 91 is modified to the extent that trains being ope; 
ated between Union Depot Salt Lake City and U. P. crossiny 
9th South are required to keep only five (5) minutes apart 


1-C. Westward Freight trains leaving Soldier Summit m, 
keep at least ten (10) minutes apart. 


1-D. Schedule and train order time for trains at Provo appi; 
at Passenger Station. 


1-E. Schedule and train order time for westward trains a 
East Roper apply at “End of CTC” sign. 
CLEARANCE CARDS 


2. Adee will leave following stations without clearanc 
cara: 


Sub- 
Division Station 

5 Grand Junction, When verbally authorized 
West Yard or by dispatcher 
passenger station 

5 Green River When no operator or dv 

16-16-A Delta and Paonia When no operator on 

6-3 Welby 


2-A. There are no train order signals at Delta or Sal 
Westward trains must not leave Salina without clearance 
unless otherwise provided, except: 


No, 101 may leave Salina without a clearance card whe" 
no Operator is on duty. 


2-B. When no operator on duty at Midvale trains to or {f° 
Sub-Division 6-J may leave Midvale without clearance ¢4™ 


2-C, No, 211 may leave Garfield without clearance card whe! 
no operator is on duty. 
2-D. Roper-Provo: Yard engines may leave Roper ot Salt 
Lake City without a clearance card when turning in C.-T 
limits and eastward trains turning in C.T.C. limits may ]¢@" 
Roper without a clearance card. 

Trains originating Provo, turning in C.T.C. limits, ™ 
leave Provo without a clearance card. 

Conductors will inquire before departure if any ‘!°“ 
orders are in effect. 


3. Register stations are shown in body of the Time-Tabl® ” 
full-faced type, except: 


Thistle. Sub. Divn 6—Helpers will register at Thist!® 


3-A. At stations listed below trains designated will regis’ 
with registering ticket. 
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Register Station Trains 
Helper Regular westward first-class and No. 18. 
No. 7 and No. 17 will receive Form T train order at Helper. 


3B. Use of Form 3948 (Train Register Check) discontinued 
bstween Grand Junction and Helper when operating under 
CC. rules. Rules 83 and 83-D of the rules and regulations of 
tle Operating Department, 1948, are modified accordingly. 


3, Trains on Sub-Divisions 6 and 7 arriving at and depart- 
ing from Salt Lake City will be registered at Roper by the 
Train Dispatcher through the Operator. 


Only trains originating or terminating Salt Lake City will 
register at Salt Lake City. 


Freight Trains, Sub-Division 7, will register at Roper. 
3D. Trains from Sub-Division 7 terminating at Roper may 


oxeupy main track at Roper on the time of first-class trains 
aid will be protected by train order if necessary. 


3E, Train order register check, Form T, or time on first class 
vains, Train Order Form E, will be issued to Yardmaster 
Roper after which trains, yard and light engines may occupy 
main track between East Roper and Salt Lake City on verbal 
aithority of such Yardmaster. 


4 YARD LIMIT STATIONS 
Crand Junction (Subdivn. Spring City 
16 only) Ephraim-West Ephraim 
Telta Moroni Spur 
Clathe Manti 
Montrose Gunnison 
Montrose-Ridgway Spearmint 
Austin Redmond 
Fogers Mesa Salina-Marysvale 
Hotchkiss Springville (Sub-Division 
Faonia~Somerset 6-E)-Eureka 
Mounds (Sub-Divn, 5-A only) Pearl-Dividend-Iron King 
to Sunnyside inclusive Provo 
(Joint D. & R. G. W. R. R. Provo-Heber 
Co. and Carbon County Provo Jct.-Orem 
Railway—at Columbia Midvale-West Jordan Sugar 
Junction) Works 
Helper—M.P. 632.02 Welby-Bingham 
Kenilworth-Kenilworth Dalton-Lark 
Junction Kearns-Bacchus 
Spring Canyon Junction- East Magna-Garfield Smelter 
Mutual including Sands Spur 
Colton (Sub-Division 6-C)- East Roper-Roper-Salt Lake 
_ Clear Creek City 
Soldier Summit Sugar House Spur 
Gilluly Clearfield 
Narrows Roy-Hooper 
“thistle Ogden-Transfer 
Fairview Midvale-End of Track Sub- 
It. Pleasant Division 6-I. 


‘-A, Trains have no time table superiority within limits de- | 
‘cribed below and Rule 93 governs all trains. Trains, yard and 
other engines occupying these tracks must make way for 
yassenger trains without unnecessary delay: 


3ub-Division Location Limits 
jand 6 Helper End of CTC East end Helper and 
M.P. 627.6. 
3 Soldier Eastward Main track, End of CTC 
Summitt and Train Order Signal. 
3 Provo Westward Main track, A.B.S. 7007 


and end of CTC, MP. 701.3. 


4-B. Yard limit board is located 3000 feet east of Carbon 
County Railway connection switch, Columbia Junction, on 
Carbon County Railway. Rule 93 governs in these limits. 


je 
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4-C. Trains originating or terminating at Grand Junction 
West Yard may occupy main track without flag protection. 


AIR BRAKE AND RETAINER OPERATION 
AND INSPECTION STOPS 


5. When retainers are in use, trainmen and enginemen must 
keep close watch while train is in motion for indications of 
excessively heated wheels, and when observed, the retainer on 
such car or cars must be placed in normal release position 
until wheels have had sufficient time to cool. 


5-A. Conductors will arrange for tracks behind last car to be 
observed at intervals while moving out of tracks and between 
stations for fresh wheel or other marks that may have been 
made by the train or cars being handled and take such action 
as circumstances may warrant. 


5-B. At all times the number of operative air brakes in a 
train must not be less than 85 percent of the total number of 
cars in the train. 


5-C. Passenger trains must make running tests of air brakes 
as prescribed by Air Brake Rule 11 before passing over the 
summit of grade at Seldier Summit. 


From Soldier Summit to Thistle and from Kyune to 
Helper, passenger trains handled by locomotives having dy- 


namic brakes inoperative, locomotive brakes must be allowed 
to apply when brakes are applied on train. 


5-D. Trains consisting of more than one-third ore, rock, slag, 
coal or similar heavy loads will be considered coal trains. 


5-E. Utah Ry. engines, 300 series, when consisting of 3 units, 
will be considered the equivalent of 4 units and when consist- 
ing of 2 units will be considered the equivalent of 3 units, in 
the application of rules pertaining to use of retainers on 
freight trains. 


5-F. When doubleheading, engineman on second locomotive 
will not use to exceed 300 amperes on dynamic brake. Engine- 
man on leading locomotive will use train air brakes with the 
maintaining system of braking, together with whatever dy- 
namic brake necessary to control speed, in the same manner 
as would be done in handling a single locomotive train. 


5-G. SUNNYSIDE BRANCH. On trains handled by _loco- 
motive consisting of four or more units having dynamic brake 
operative on entire locomotive, retainers on all loaded cars in 
the forward one-half of train will be used in 20-lb. position, 
Sunnyside to Columbia Junction. 

On trains handled by less than four unit locomotive, or if 
dynamic brake is inoperative, retainers will be used in 20-Ib. 
position on all loaded cars Sunnyside to Columbia Junction. 

On Westward trains before departing Sunnyside, applica- 
tion and release test of air brakes must be made. This test will 
not be made until train brake system is charged to at least 
seventy-five pounds pressure, as indicated by caboose gauge 
or portable air gauge attached to hose coupling at rear end of 
rear car. 

Train crew must know that the above brake tests are 
made and that train brakes apply and release properly. 


On westward trains from Columbia Junction, if actual 
tonnage per unit with operative dynamic brake exceeds: 


FT, F-7, GP-7, GP-9, F-9, RS-3 
SD-7, SD-9 
ML-4 
GP-30 2000 tons 


retainers on loaded cars in forward one-fourth of train will 
be used in 20 pound position. When dynamic brake is inopera- 
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- etainers on loaded cars in forward one-half of train will 
tive, ‘@ in 20 pound position. 
eran tandard brake pipe pressure on eastward trains of empty 


___< Belper to Sunnyside, is 70 pounds. 

ca** -.andard brake pipe pressure on westward trains Sunny- 
Helper is 90-pounds. 

an must know that feed valve on leading unit of 


sta 
side to 
Engineman 2 
sacomotive 1s adjusted to 70-pounds before coupling to empty 
secs ; at Helper, and adjusted to 90-pounds before coupling to 
trejed cars at Sunnyside or Columbia Junction. 
Before making a terminal brake test on eastward Sunny- 
neh trains at Helper, the train brake system must be 
‘ to 60-pounds, as indicated by caboose gauge. Air 
B ake Rules 8-H and 9-B are hereby modified accordingly. 


Sub-Division 6: 


;-H. Standard brake pipe pressure on eastward trains con- 
Zsting of not more than one-fourth loaded cars is 70 pounds. 
-tandard brake pipe pressure of other freight trains will re- 
main at 90 pounds. 

Engineman must know that feed valve on leading unit of 
ocomotive is properly adjusted in accordance with above 
before coupling to train. 


Before making brake test on eastward trains consisting of 
not more than one-fourth loaded cars, the train brake system 
must be charged to 60 pounds as indicated by caboose gauge. 
Air Brake Rules 8-H and 9-B are modified accordingly. 


FREIGHT TRAINS—SOLDIER SUMMIT TO HELPER 
If actual tonnage per unit with operative dynamic brake 


exceeds: 
CoaiTrains Other Trains 
FT, F-7, GP-7, GP-9, F- .. 1300 tons 1400 tons 
SD-7, SD-9 2000 tons 2400 tons 
ML-4 . 1900 tons 2200 tons 
1800 tons 


GP-30 


ning at head end of train pee ten retainers in 10 pound 
, mal oh plus one retainer in 10 pound position for each addi- 
al 5 ons, 


When dynamic brake is inoperative, retainers will be used 
pound position on all heavily loaded cars and in 10 pound 
ition on other loaded cars and every other empty car. 


ae Retainers will be turned up before leaving Soldier Sum- 
iit, unless it is known that train will stop at Colton or Kyune, 
out retainers must be turned up before leaving Kyune. 


FREIGHT TRAINS—SOLDIER SUMMIT TO THISTLE 
rea x Actual tonnage per unit with operative dynamic brake 


Coal Trains Other Trains 


.. 1400 tons 1500 tons 
2400 tons 2900 tons 
2300 tons 2700 tons 
E .. 2000 tons 2200 tons 
eg 


osit 2g at head end of train place ten retainers in 10 pound 
1a] 36 plus one retainer in 10 pound position for each addi- 
Ons, 


ir og When dynamic brake is inoperative, retainers will be used 
Pound position on coal trains, Soldier Summit to Gilluly, 
new? pound position, Gilluly to Thistle. On other trains, 
* oa will be used in 10 pound position on loaded cars and 
and Thi ‘her empty car. Inspection stop will be made at Gilluly 

\stle, and if consisting of coal, will also stop at Narrows. 


RS-3. 


GP-9, F- 
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Sub-Division 6-A: 


5-K. On descending grades, retainers on all loads must be 
used in 20 pound position and on all empties in 10 pound 
position and handle not to exceed 60 loads Kenilworth t» 
Kenilworth Jct. 


Sub-Division 6-B: 


5-L. On descending grades Mutual to Spring Canyon June- 
tion, retainers on all loads must be used in 20 pound position 
and on all empties in 10 pound position; 30 loads may be 
handled with one unit FT, F-7, F-9 or ML-4; 60 loads may | 
handled with one unit GP-7, GP-9, SD-7, SD-9, GP-30 or w 
two units FT, F-7, F-9 or ML-4. 


When one unit helper is used this unit is to remain coupled 
to rear of caboose on descending grade movement, Mutual to 
Spring Canyon Yard. 


Before loads are pulled from mine tracks, an applicatior 
and release test of air brakes must be made, then retainer 
on all cars placed in 20 pound position. 


Test as prescribed by Air Brake Rule 9-B must be made 
after each cut of cars is coupled to train. 


Train crew must know that the above brake tests are 
made and that train brakes apply and release properly. 


Sub-Division 6-C: 


5-M. Forward one-half of retainers will be used in 20 pound 
position Clear Creek to Scofield, and forward one-third of re- 
tainers will be used in 20 pound position Scofield to Colton. 


Sub-Division 6-E and 6-F: 


5-N. On descending grades between Knightville and Pear! 
and between Dividend and Pearl, not to exceed 30 loads will 
be handled, 

Retainers on all loads must be used in 20 pound positior 
and on all empties in 10 pound position, Knightville to Goshen. 


Westward trains must stop at M.P. 30.8 to cool wheels and 
inspect train, except when dynamic brake operating. 

Retainers on all loads must be used in 20 pound position 
and on all empties in 10 pound position on descending grades 
Goshen Valley Branch and Iron King Spur. Trains from Go- 
shen Valley Branch must stop at Pearl to cool wheels and 
inspect trains, except when dynamic brake operating. 


Sub-Division 6-G: 


5-0. From M.P. 17 to M.P. 15.6 the grade is two and one- 
percent descending in the westerly direction. Retainers will be 
used when requested by engineman. 

Sub-Division 6-J and 6-L: 
5-P. If actual tonnage per unit with operative dynamic brake 
exceeds: 


FT, F-7, GP-7, GP-9, F-9, RS. 900 tons 
SD-7, SD-9 1800 tons 
ML-4 .. 1500 tons 
GP-30 ... 1300 tons 


beginning at head end of train, place ten retainers in 20 pound 
position, plus one additional retainer in 20 pound position for 
each additional 100 tons Lark-Bingham to Welby. 

When dynamic brake is inoperative, retainers on, all 
recae oars will be used in 20 pound position, Lark-Bingham 
0 Welby. 


ie 


nd derails: 
| < 
2 ase 
2G &S 
$e BS Tracks 
a =| Governed Remarks 
“6 698.9 D.&R.G.W. Semi-automatic color light sig- 


RAILROAD CROSSINGS AT GRADE, ABS, CTC 
AND OTHER SIGNALS 


Railroad crossings at grade protected by signals or signals 


6 


6 


6 


705.7 


744.2 


744.2 


main tracks 
and UN 
switch tracks, 


D. & R. G. W. 
main tracks 
and U. 
main track. 


D.&R.G. W. 
running 
tracks and 


U. P. Main 
track. 

and 
D.&R.G.W. 
Main track 
and: U.P. 
Main track. 


P. Rules and Special instructions. 


P. governed by own rules and spe- 


nals. Each Road governed by own 


D&RGW movements to and from 
Tronton Steel plant will be made 
from West pass to Steel plant 
track through hand-throw switch 
normally lined, and locked for 
U.P. movement. 


Automatic signals. Color light sig- 
nals without derails, Each road 


cial instructions. 
Automatic release section has been 
installed 500 feet west of eastward 
Interlocking Home Signal on east- 
ward main track and will be 
designated by a_ sign reading: 
“RELEASE SECTION.” East- 
ward trains occupying section of 
track between eastward Distant 
Signal and release section sign for 
a period of eight (8) minutes or 
more will automatically release 
the Interlocker, and _ the Home 
Signal will change to Stop indica-| — 
tion. To again clear Home Signal, 
eastward trains will proceed into 
Release Section and Home Signal} — 
should change to Approach or 
Proceed indication after time in- 
terval of two (2) minutes has 
elapsed. If Home Signal does not 
change to Approach or Proceed 
indication after a time interval of 
two (2) minutes, train and engine- 
men will be governed by Rule 667. 


Automatic Interlocking. Color 
light signals. Each road governed 
by own rules and Special instruc- 
tions. Time release and U. P. dis- 
patcher’s phone are located in box 
at erossing. If signal does not/ 
clear within 8 minutes after re-) 
lease is operated, trainman or 
engineman must notify dispatch- 
er, and movement over crossing 
be governed by D&RGW. Operat- 
ing Rule 667. Indicator lights are) 
provided inside housing for time 
release. Lights are designated as 
“U.P.” and “D&RGW.” When such 
indicator lights are illuminated, 
they will denote that signals on) 
route designate stop. i 

Trains or engines desiring to 
make reverse movement over 
crossing after having cleared th 
home signal limits will depres 
pushbutton in box on home signa: 


ise Ue WA a oa 


Governed 


Remarks 


7 


4 


745.5 


748.9 
750.4 


D. & R. G. W. 
Main track 
and U.P. 
Switch track. 
W.P. runni 
track an 
D. & R. G, W. 
running 
tracks. 

U.P. main 
track. 


D. & R. G. W. 
main track. 
and U.P. 
switch tracks, 


and hold for 5 seconds, then re- 
lease, in order to receive signal 
for movement over crossing. 

In addition to being an Interlock- 
ing Home Signal, ABS 7442 is a 
positive ABS and governs beyond 
Interlocking Limits. When it dis- 
plays STOP indication and will 
not clear after complying with 
apare, operating Rule 509-A ap- 
plies. 


Interlocking: Color light signals 
for normal and reverse move- 


ments. 

U. P., W. P., and D. & R. G. W.— 
each railroad governed by own 
rules and special instructions. 
Eastward home signal located just 
north of 4th North Street, and 
westward home signal located 
just south of 2nd South Street are 
controlled to eliminate the block- 
ing of important street crossings 
when continuous movement can- 
not be made through interlocking. 
All switches in connection with 
signals governing routes are re- 
mote controlled, All other switch- 
es are hand operated. D.&R.G.W. 
switch crews will when necessary 
to eee switching movements 
within interlocking limits, com- 
municate with leverman and be 
governed by his instructions. 


Semi-Automatic signal protection. 
Color light signals. Normal posi- 
tion of derails and signals against 
U. P. Each road governed by own 
rules and special instructions. See 
instructions posted in phone 
booth. ABS governing movements 
from Standard Oil Spur, Cudahy 
Spr and Ogden Sugar Works 

.P. 779.5 have two signals. Up- 
per Tee governs route to D, & 
R. G. W. main track, lower signal 
alee route to U.P. or to O.U.R. 


Bee Line Spur leads from Cudahy 
Spur track and is equipped with 
pipe connected mechanical lock. 
Normal position of switch is to 
Bee Line Spur. Before movement 
is made to or from D.&R.G.W. 
main track and Cudahy Spur, 
main track switch must be re- 
versed. Bee Line Spur switch will 
then be unlocked to permit lining. 
When restoring switches to nor- 
mal, Bee Line Spur switch must 
be normal before main track 
switch is placed normal. 

Lower signal governing move- 
ment from Cudahy Spur will dis- 
play lunar indication for move- 
ment to Bee Line Spur or yellow 
for movement to U.P. track. 
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Train or engine stopped by semi- 
automatic signals on main track 
governing movements over main 
track electric locked switches at 
these locations will proceed when 
signal changes to proceed or when 
flagman has stopped all conflict- 
ing movements and gives proceed 
signal. Train or engine will then 
Becca in accordance with Rule 


7 7713 D.&R.G.W. Color light signals. U. P. trains 
main track stop. Normal position of derails 
and U.P. and signals against U. P. Each 
branch track. road governed by its own rules. 


7 779.5 D.&R.G. W. Semi-Automatic signal protection. 
main track Color light signals. Normal posi- 
and O.U.R.- tion of derails and signals against 
& D. yard O.U.R. & D. See instructions for 
track. MP. 748.9. 


7 7813 D.&R.G. W. Color light signals. Normal posi- 

freight main tion of signals and derails against 

D. & R. G. W. See instructions 

S. P. main posted on inside of door on re- 
track and lease mechanism. 


tr 
781.7 D.&R.G. W. Color light signals. Normal posi- 
yard track tion of signals against D.&R.G.W. 
and U.P. See instructions posted on inside 
main track. of door on release mechanism. 


a 


6-K 165 D.&R.G.W. Semi-Automatic crossings. Color 
Sands Spur light signals. Derails. Normal po- 
and U.P.-W.P. sition of signals and derails against 
main tracks, D.&R.G.W. Instructions for opera- 

tion of interlocking plant are post- 
eo aasie time lock boxes 9, 11, 
an 4 


13th South D, & R. G. W. Color light signals and derails on 
SaltLake Yard track D. & R, G. W. 
City and U.P. Color light home and distant sig- 
main track. nals and no derails on Union 
Pacific. 
Instructions for operation of de- 
rails on D. & R. G. W. are posted 
inside of electric lock case. 


Movements thru gauntlet track over State Street under- 
pass, Sub-Division 6-I, will be as follows: 


D. & R. G. W. trains will use detour track across State 
Street, distance of 1800 feet, about 600 feet of which is gauntlet 
track with Union Pacific R. R., over highway underpass. 
Movements thru this gauntlet track will be governed by Union 
Pacific special rules, as follows: 


“Automatic Block Signals governing train and engine 
movements over gauntlet track, U. P. Mile Post 47.74 between 
Cushing and Sandy, Utah, are in service. 


_. The normal position of home signals is STOP and signal 
will change to PROCEED indication on approach of train if 
block is clear. 


a ae eee ere eee ee 
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If the signal indication does not change to PROCEED due 
to train or engine on conflicting route having received but not 
accepted proceed indication, and if train or engine has stopped 
and is being delayed for any reason; or, if the signal indication 
does not change to proceed and no conflicting train or engine 
movements are evident, train or engineman will proceed to 
instrument case, located 100 feet south (by compass direction) 
of street crossing overpass and operate the time release as- 
signed to his road. 


When time release has been operated, if after an elapse 
of two minutes signal indication does not change to proceed 
the train or engineman at the instrument case, after making 
certain no conflicting train movements are evident, may si 
his train or engine to proceed and engineman, after sounding 
two long blasts on whistle (Rule 14-b) will proceed following 
flagman carefully to end of gauntlet track. 


If a signal, permitting a train to proceed after being 
accepted, is changed to a stop-signal before it is reached, the 
stop must be made at once. 


In the event of signals failing to give proceed indication 
on approach and failing to give such indication in response to 
time release operation, D. & R. G. W trains will protect by flag- 
man full distance in both directions before occupying gauntlet 
track.” 


Trains approaching the following crossings at grade, 
which are not protected by signals: 


Sub- MP. Railroad 
Division Location Crossed Remarks 


Sugar 0.7 D.&RGW. D.&R.G.W. trains and 

House spurand U.P. engines must stop clear 

Spur main track. of crossing and after as- 
certaining that no con- 
flicting movement is ap- 
proaching may then hand 
operate and lock gate 
against movements on 
U. P. track. After move- 
ment is completed and 
crossing cleared gate 
must immediately be re- 
stored to normal position 
and locked. i 
Gate is equipped with 
two lights, one of which 
is in center of gate and 
one on pivot post, these 
lights will display red 
when gate is lined 
against approaching 
movement and green 
when gate is lined for ap- 
proaching movement, At 
night, if both lights are 
not burning, stop must be 
made before fouling 
crossing. 


3rd West and D.&R.G.W. The gates will normally 
Van Buren St., spur and U.P. be lined against the Un- 
Salt Lake City spur track. ion Pacific and for Rio 
Grande movement. Sig- 
nal will show green for 
approechi movement 
and red against approach- 
ing movement. Rio 
Grande crews may use 
crossing without stop- 
ping provided it is seen to 
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be clear. Union Pacific 
crews will stop and line 
for their movement if no 
Rio Grande movement is 
in evidence. 


pTAH STATE LAW: Every locomotive shall be provided 
a bell which shall be rung continuously from a point not 
han 80 rods from any city or town street or public high- 
ceade crossing until such city or town street or public 
grade crossing shall be crossed, but, except in town 
, ¢erminal points, the sounding of the locomotive whistle 
en at least one-fourth of a mile before reaching any such 
~ crossing shall be deemed equivalent to ringing the bell 
esaid; during the prevalence of fogs, snow and dust 
the locomotive whistle shall be sounded before each 
crossing while passing through cities and towns. All 
ves with or without trains before crossing the main 
erade of any other railroad must come to a full stop 
snce of not exceeding 400 feet from the crossing, and 
not proceed until the way is known to be clear; two 
¢ the whistle or two sounds of the siren shall be sound- 
,e moment of starting; provided, that whenever inter- 
ignal apparatus and derailing switches or any other 
g protective device approved by the public utilities 
sion is adopted such stop shall not be required. 


Provided, that local authorities in their respective juris- 
n may by ordinance approved by the Public Service 
ion provide more restricted sounding of bells or 
r sirens than is provided herein and may prescribe 
fferent from those herein set forth at which such sig- 
all be given and may further restrict such ringing of 
+ sounding of whistles or sirens so as to provide for 
e ringing of a bell or the sounding of a whistle or of 
or the elimination of the sounding of such bells or 
or sirens or either of them, except in case of emer- 


he term locomotive as used herein shall mean every self- 
steam engine, electrically propelled interurban car 
lled diesel operated locomotive. 


y person in charge of a locomotive violating the pro- 

this section is guilty of a misdemeanor, and the rail- 
pany shall be liable for all damages which any person 
ain by reason of such violation. 


OPERATION GRAND JUNCTION TO HELPER 


Trains and engines must not pass Signals D-2, D-3, D-5, 
)-10, D-12, D-14, or D-16 (all located in the vicinity of the 
East Yard and to which A.B.S. and C.T.C. Rules do 
_ : when displaying stop indication, without authority 
Yardmaster. 


ese signals are operated from retarder tower. Signals 
ad D-5 do not control the movement of yard engines 
uch yard engines are governed by trimmer signal lo- 
°n west side of humpmaster building. 


Unless otherwise instructed, Signal D-5 will govern east- 
s departing from Tracks 1 to 3, inclusive, and Signal 
£overn eastward trains departing from Tracks 4 to 8 


, Pual-controlled switch point derail on middle track, 10th 
tand Junction, located between opposing Positive 
t 44879 and 4488-F, normal position for derail. West- 
Tains or engines must occupy release section approach- 
ive A.B.S. 4487-FE one minute before dispatcher can 


nt" Signai and dual-controlled switch for through move- 
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6-C. Depot Running Track between dual-controlled swi 

at Mile Post 449.04 and Mile Post 450.1. Grand Junctinn cone 
nects with westward main track. Rule 103 applies. Trains, 
yard or other engines occupying this track must make way for 
Passenger trains without unnecessary delay. 


Trains originating Depot Running Track, or Depot Yard, 
Passenger Station, may depart without clearance card when 
repeater signal M.P. 449.8 eastward or M.P. 449.3 westward 
Gepieys proceed indication. If repeater signal does not indicate 
authority to proceed when train is ready to depart, dispatcher 
must be contacted immediately. (See Time-Table Rule 2). 


6-D. Westward A.B.S. 4511-E has an additional signal. Upper 
signal governs westward movement on Eastward Main Track 
and lower signal governs movement through crossover to 
Westward Main Track and also to Durham siding. 


A.B.S. 4522, West Durham, has three (3) signals on mast. 
Upper signal governs movements to Westward Main Track; 
middle signal governs movements through turnout to East- 
ward Main Track and lower signal governs movement through 
turnout to Durham siding. 


6-E. Two parallel sidings, Maxwell, are connected at each 
end with spring switches normally lined for westward trains 
to enter outside siding, and for eastward trains to enter inside 
siding. 

Westward A.B.S. 6213, Maxwell, has three signals on mast. 
Upper signal governs unrestricted route. Middle signal gov- 
erns restricted route to westward, or outside siding. Lower sig- 
nal governs restricted route to eastward, or inside siding, and 
when the letter “S” is illuminated in the lower signal it is 
authority to hand throw switch and use eastward siding. 


Eastward A.B.S. 6228, Maxwell, has three signals on mast. 
Upper signal governs unrestricted route. Middle signal gov- 
erns restricted route to eastward or inside siding. Lower signal 
governs restricted route to westward or outside siding and 
when the letter “S” is illuminated in lower signal it is author- 
ity to hand throw spring switch and use westward siding. 


Lower signal on eastward A.B.S. 6228 and westward 
AB.S. 6213 Maxwell, when displaying illuminated letter “S” 
will not display lunar indication for movement of train until 
spring switch has been thrown for track indicated. Movement 
of trains will not be made to siding unless signal displays 
lunar indication. 3 


OPERATION AT HELPER 


6-F. Operator Helper controls all positive A.B.S. 6253 to 6258 
inclusive, and dual controlled spring derail with two position 
signal governing eastward movements through derail to Snake 
Lead as directed by Dispatcher, Grand Junction. 


Following dual controlled switches are operated by oper- 
ator at Helper: 


Both ends of crossover at Spring Glen; normal position for 
Spring Glen Yard. 

Both ends of Crossover at end of Two Main Tracks and 
both ends of Crossover between westward Main Track and 
No. 1 lead. 


A.B.S. 6254-A governs movements from Independent Lead 
through crossover to main track. Trains entering or leaving 
Spring Glen Yard must first obtain permission from operator 
at Helper. 


Eastward trains departing on No. 1 lead must occupy 
release section located 310 feet west of A.B.S. 6258-F, 48 sec- 


——————  ——( ””:~w:w~w~~::~””””””:C 
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onds before operator can position dual controlled switches for 
departure. 


Eastward trains departing from lower train yard or from 
High or Coal Yard must communicate with operator when 
ready to depart and from High or Coal Yard must occupy Te- 
lease section one minute before operator can position dual con- 
trolled spring derail to enter snake lead. 


When proceed indication is displayed it is authority to 
proceed to Spring Glen on independent lead and there be 
governed by indication of controlled ABS.. 


Westward A.B.S. 6257 has three signals. Upper signal gov- 
erns movements to Eastward main track. Middle signal gov- 
erns movements through crossover to Westward main track. 
Lower signal when displaying Lunar indication authorizes 
trains to proceed to either Eastward or Westward main track 
when such track is occupied, or to No, 1 lead. 


Westward A.B.S. 6257-F has two signals. Upper signal 
governs unrestricted route to Westward main track, lower 
signal when displaying Lunar indication will be authority for 
trains to proceed to Westward main track when it is occupied, 
or to No. 1 lead. 


Westward A.B.S. 6257-FS and Eastward A.B.S. 6258-F will 
normally display a Lunar indication. When displaying “STOP” 
it indicates there is an Eastward or Westward train approach- 
ing and yard engines and others occupying track must give 
way without unnecessarily delaying such train or trains. 


When positive A.B.S, 6273-W, 6273-WA or 6273-WB Kenil- 
worth Jct. controlled by operator Helper displays proceed in- 
dication it is authority for trains to proceed to “Beginning of 
CTC” Lynn on Westward main track on the time of first class 
or preference train if movement is to be continuous. 


=== = 


OPERATION HELPER TO SOLDIER SUMMIT 


6-G. Eastward Utah Railway trains leaving main track at 
Utah Railway Junction enroute to Martin may pass Stop and 
Proceed A.B.S. 6288-E at restricted speed when signal is dis- 
playing “STOP” provided switch is known to be lined to Utah 
Railway and track beyond switch is seen to be clear. 


6-H. Operator Helper controls positive A.B.S. and dual-con- 
trolled switches at Colton and Kyune and controls westward 
positive A.B.S. 6319-W and 6319-E at Lynn. 


When eastward positive A.B.S. 6388-E or 6388-EA at East 
end Kyune displays proceed indication it is authority to pro- 
ceed on eastward main track to Helper on time of first class or 
preference trains in the same direction if movement is to be 
continuous. Eastward trains having work at Castle Gate will 
take siding at Royal if train length permits. 


6-I. Between Helper and end of two main tracks Colton both 
main tracks are signalled for normal and reverse movements. 


! OPERATION AT SOLDIER SUMMIT 


. 6-J. Operator Soldier Summit controls all positive A.B.S. and 
dual controlled switches and derails at Soldier Summit. 


When westward trains receive proceed indication for 
movement on westward main track at east end Soldier Sum- 
mit, it is authority to proceed on the time of first class or pref- 
erence trains. 


Warning indicator located on East side of Viaduct and 
South of eastward main track, normal indication yellow. When 
eastward main track is occupied between A.B.S. 6528 and the 
viaduct no indication will be displayed. 
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OPERATION BETWEEN SOLDIER SUMMIT AND THISTLE 


6-K. Operator Soldier Summit controls positive A.B.S. at 
Gilluly. 


Eastward A.B.S. 6616, West end Gilluly, has two addi- 
tional signals and when illuminated display the letter “T” or 
“S”. When “T” is illuminated it is authority for eastward 
trains to proceed on eastward main track on the time of first 
class or preference trains. When “S” is illuminated, trains 
must take siding, and is authority to hand operate switch to 
enter siding. 


When positive A.B.S. 6602 or 6602-A, East end Gilluly, dis- 
play proceed indication, it is authority to proceed on eastward 
main track on the time of first class or preference trains. 


Westward trains will use siding at Gilluly only when 
authorized by dispatcher. Normal position for inside siding 
switch west end Gilluly is lined for movement to eastward 
main track. 


OPERATION AT THISTLE 


6-L. Operator Thistle controls all positive A.B.S. and dual 
controlled switches at Thistle. 


When eastward positive A.B.S. 6822 displays proceed in- 
dication for movement on eastward main track it is authority 
to proceed on the time of first class or preference trains to 
train order signal Thistle. 


When westward positive A.B.S. 6797 displays proceed in- 
dication for movement on westward main track it is authority 
to proceed on the time of first class or preference trains. 


OPERATION BETWEEN EAST SPRINGVILLE 
AND EAST ROPER 


6-M. Westward Positive A.B,S. 6947 and Positive A.B.S. 

6947-A at Springville Cannery Spur, Westward Positive A.B.S. 

6955-E and Positive A.B.S. 6955-EA at switch to main track, 

Sub-Division 6-E, Westward Positive A.B.S. 6955-W and East- 

pore Positive A.B,S. 6958 are controlled by the Operator at 
TOVO. 


When Positive A.B.S. 6958, Positive A.B.S. 6955-EA or 
Positive A.B.S. 6947-A displays a proceed indication it is 
authority to occupy Eastward Track between Eastward Posi- 
tive A.B.S. 6958 and Westward Positive A.B.S. 6947; except 
when Westward Train or work extra is occupying Eastward 
track between Thistle and Springville. 


When Westward Positive A.B.S. 6955-E or Positive A.B.S. 
6955-EA display a proceed indication and crossover at M.P. 
695.7 is lined for movement from Eastward to Westward track 
it is authority to proceed through crossover to Provo on West- 
ward track. 


Positive A.B.S. 7071-W has three signals: Upper signal 
governs movement on unrestricted route; middle signal gov- 
erns movement through crossover to eastward main track; 
lower signal governs movement to Geneva Steel Plant. 


Positive A.B.S, 7071-E has three signals: Upper signal gov- 
erns movement on unrestricted route; middle signal governs 
movement through crossover to westward main track; lower 
ee governs movement through turnout to Geneva Steel 

Dual controlled derail located opposite A.B.S. 7072-F, on 
Geneva Steel Plant Lead. 


Between Mile Post 701.3, Provo, and Pipe Mill and _be- 
tween Endot and East Roper both main tracks are signalled for 
normal and reverse movements. 
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Repeater Signal located just east of road crossing River- 
ton Siding repeats indication of A.B.S. 7289-A at West River- 
ton, 

When no indication is displayed on repeater signal west- 
ward trains on Riverton Siding must stop clear of road cross- 
ing as crossing gates will not operate. 


OPERATION BETWEEN SALT LAKE CITY ] 
AND CLEARFIELD 


6-N. Westward A.B.S. 7531 and Eastward A.B.S. 7546 have 
additional signals on mast and when illuminated will display 
Lunar “S”. Trains receiving this signal must take siding at 
Woods Cross. When upper signal on Eastward A.B.S. 7546 dis- 
plays proceed indication it is authority for train to proceed on 
main track to beginning of CTC east end of Woods Cross on 
the time of superior trains. A.B.S. 7504 North Salt Lake is a 
positive signal. 


OPERATION AT BACCHUS SPUR 


6-0. Trains entering Kennecott Corporation track, M.P, 1.8 
Bacchus Spur, will call operator at Magna who will position 
signal to permit entrance into Kennecott Corporation track. 


When signals indicate proceed switches may be lined for 
this movement and occupy Kennecott Corporation track on 
signal indication. Movement should be continuous and switch- 
es restored to normal position on completion of movement. 


OTHER SIGNALS 


6-P, Dragging and/or Derailed Equipment Detectors are lo- 
eae the following Mile Posts: 550.1 and 557.9, Sub-Divi- 
sion 5. 


Signals governing both eastward and westward trains are 
on posts at each location. Normal indication of signal is dark. 


When signal displays purple indication, conductor or rear 
trainman will immediately stop train and inspection of’track 
and train must be made. If there is no dragging equipment, | 
derailment or track disturbance, cut-out switch located on side 
of adjacent signal case will be opened and report made to dis- 
patcher. If there is cause for purple indication being displayed, 
and this condition is corrected, cut-out switch will be opened 
and report made to dispatcher. 


Should engineman observe purple indication, train must 
be stopped, cut-out switch opened and report made to dis- 
patcher, then proceed at restricted speed to next clear or 
approach A.B.S. 


INSTRUCTIONS GOVERNING THE OPERATION OF 
CALIFORNIA ZEPHYR TRAINS ! 


4. California Zephyr trains No. 17 and 18 may be operated 
at a speed of five (5) miles per hour greater than the speed 
authorized for passenger trains except at all points where 
permanent slow boards are displayed speed will be restricted 
to conventional passenger train speed but all other speed re- 
strictions in the Time-Table other than Zone speeds will be 
applicable. 


7-A. Rear trainman out of Salt Lake City will change marker 
lens from green to yellow by manipulating from within the 
rear of the observation car. 


7-B. These trains will carry 200 pounds steam train line 
pressure. 


7-C. Rear red and white lights will not be used. Trainmen 
Ne see that they are turned off before departing Salt Lake 
‘ity. 


oN i tile 2 A 


26 


LIVESTOCK ATTENDANTS 


8. Persons accompanying live stock or other freight will be 
carried on any freight train handling such live stock or freight, 
when holding proper transportation, and when permission to 
accompany same is covered by contract. Passengers on freight 
train should be informed that cabooses will not be pulled up 
to platform to receive or deliver passengers or baggage. Em- 
ployees holding passes will be carried on any freight train to 
beg from points at which trains stop when passes are stamped 
“Good on Freight Trains.” 


CLEARANCES 


9. Overhead clearances at the following locations will not 
clear a man standing on the top of a car: 


Sub-Div. |__Mile Description 
5 460.4 Fruita—House Track, West end, Over- 
head _ wires 
5 471.9 | Ruby Tunnel i 
5 568.3 | Desert—Spur, Overhead wires 
5-A 17.5 Coke Loading Track Sunnyside—Over 
head Hopper 
16 400.1 | Bridgeport Tunnel i 
16 423.5 arth ry Grand Jct. Yard—Bridge 
16-A 380.2 | West of Austin—Bridge 380.19 
16-A 398.6 East of Hotchkiss—Bridge 398.66 
6 636.1 Nolan Tunnel, Eastward Track 
6 651.7 | Viaduct 
6-B 7.0 | Mutual Mine Tipple 
6-C 21.1 Clear Creek Mine Tipple 
6-D 122.5 | Sevier Tunnel 
6-E _— Main Street, Spanish Fork on California 
Packing Co, Spur—tTraffic signal 
6-E 30.2 | Tunnel 
6-E 34.6 | Tunnel 
6-5 .05| U. S. Smelter 
6-J .06} U.S. Smelter Bridge 
6-3 -06 | U.S. Smelter Flume 
7 769.6 Wagon Bridge 


TRAIN SPEEDS 


10. The speed of trains should be so restricted that absolute 
safety will be assured. 


10-A. Trains must not exceed the maximum speeds pre- 
scribed below: 


Where other speed restrictions do not prohibit, locomo- 
tives running light or with all steel caboose only may be oper- 
ated in ABS limits at a maximum speed of sixty (60) M.P.H., 
but will not exceed the maximum speed authorized for pas- 
senger trains. 


Trains consisting of eee se equipment cars and _ail- 
See will be governed by passenger train speed re- 
strictions. 


ZONE SPEEDS nest Sg 


Sub-Division 5: 
On both main tracks 10th Street to Grand 
Avenue, Grand Junction —... 20 20 
Eastward Main Track, West Durham 


to Grand Junction 35 35 
Grand Junction-M. 70 60 
M.P, 471-M.P. 487... 55 50 
M.P. 487-Green River 65 60 
Green River-Helper .. 65 55 


ZONE SPEEDS 


3ub-Division 5-A: 
Mounds-Columbia Junction .... 
Columbia Junction-Sunnyside 


sub-Division 16: 
Montrose-Delta ..... 
Delta-Grand Junction 
Montrose-Ridgway: 

Montrose-M.P. 355 . 
MP. 355-365 ...... 
M.P. 365-Ridgway 


sub-Division 16-A: 
Delta-Bridge 380.19 ... 
Bridge 380.19-Payne 
Payne-Somerset ......-- 


Passenger Freight Trains 
‘Trains 


Mil Hi 
ZONE SPEEDS Miles per Co: wn pee Be 
Hour & Ore Other 


Where restrictions do not specify di- 
rection, they apply to both eastward 
and westward movements: 


Sub-Divisions 6 and 7: Except as 
specified below .. 
Kyune to Helper 
Soldier Summit to Detour 

(Westward) ....... 
Detour to Narrows 
Narrows to Rio (Westward) 
Rio to Narrows (Eastward) 
Rio to Thistle (Westward) 
Gomex—End0ot .......... 
Endot—Salt Lake C: 
East Roper—Endot 


(Eastward Track) ......-... 40 40 
Salt Lake City—Mile Post 60 55 
Mile Post 765—Mile Post 775. 55 50 
Mile Post 775—Transfer....... 60 55 


Main Track from 9th South 
Temple Street, Salt Lake City........ 12 12 
Spur Track Roper to Industrial 
Caribe re oasis Liccsecesatecadanssnnnacereesmasieton 12 12 
Approaching and over network of 
switches and passenger platform 
lees Union Depot Co. passenger 
Pardo Ser hee eae 


Sub-Division 6-A 
Sub-Division 6-B 


Sub-Division 6-C 
Colton—M.P. 9 
M.P. 9—Clear Creek 


Sub-Division 6-D 
MP. 1-44 
M.P. 44-86 
MP. 86-132.2 .. 
Moroni Spur . 


Sub-Division 6-E Pearl-Eureka Ascending. 
Eureka-Pearl Descending 
Bee 

etween Spanish Fork Sugar Factory and 
Del Monte Packing Goes eee aca a ames Aah Oe as 
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ZONE SPEEDS "Trains 
MPH 
Sub-Division 6-F 12 
Sub-Division 6-G 20 
Sub-Division 6-H 10 
Sub-Division 6-I 15 


Sub-Division 6-I 


Sub-Division 6-K 
Welby—Kearns 


Kearns—Garfield 20 
Sub-Division 6-L Descending 12 
Ascending 20 
Sub-Division 7-A 12 
All Sub-Divisions, except where Zone 
Speeds require lower speed: 
Through turn-outs equipped with Dual Passenger HaW 
Controlled switches: Trains surest 
MPH yus}eis 
MP. 445.0 East end east long lead 
Durham East and west end siding 
West end two main tracks 
Rhone East and west end siding 
Fruita East and west end siding 
Mack East and west end siding 
j Agate East and west end siding 
| Cisco East and west end siding 
Whitehouse East and west end siding 
Elba East and west end siding 
Sagers East and west end siding 
| Thompson East and west end siding 
Brendel East and west end siding 
Floy East and west end siding 
Solitude East and west end siding 
Green River East end depot siding 
Woodside East and west end siding 
Cedar East and west end siding 
Verde East and west end siding 
Mounds East and west end siding 
East Wellington East and west end siding 
Maxwell West end siding 
Helper End of two main tracks 
Soldier Summit End of two main tracks 
Thistle East end westward siding 
West end eastward siding 
Geneva Both crossovers 
Pipe Mill End of two main tracks 
American Fork East and west end siding 
Mesa East and west end siding 
Riverton East and west end siding 
Endot End of two main tracks 
Midvale Crossover M.P. 734.0 
West end siding 
Crossover west end Midvale 
East Roper Crossover between two 
main tracks 30 30 
Colton End two main tracks 50 45 
Through other turn-outs equipped with 
Dual Controlled switches Sea 15 


Through turn-outs equipped with spring 
switches except when lower speed is 
specified by time-table or slow boards.......... 30 30 
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Passenger Freight 
Trains Trains 
MPH MPH 


ZONE SPEEDS 


Through turn-outs spring switches east and 
west outside sidings Maxwell; Indepen- 
dent lead east end Helper; Kenilworth 
Ict.; Soldier Summit west end yard track 
No. 1; Gilluly; Detour; Narrows; Rio; 


Thistle; East Roper; Transfer. 15 15 
In or out of other turnouts. 15 15 
Trailing thru spring switches on straig! 

track ...... —_ 30 30 
Over U.P. Crossing MP. 698 . 60 50 
Thru turnouts remote controlled switches 

Grant Tower Interlocking M.P. 745.5............ 15 15 
Over railroad crossing main track, 9th South, 

Salt Lake City........ f 12 
Over railroad crossing M.P. 771.3. 50 
Over other railroad crossings not interlocked... 25 20 
Thru following sidings: Utah Railway Junc- j 

tion (Both sidings), Royal, Narrows (West- 

ward siding), Provo (Eastward siding), 

Clearfield 222. 15 
Geneva Steel Plant Yard. 10 
Over Sugar St. Crossing Midvale Sidin; 8 


Maximum speeds permissible in any ser 
by various classes of locomotives and equip- 
ment as follows: 


Series 600-601, 4001-4003 _... 


Series 548, 552-554, 3001-301 = 70 
Series 5100-5113, 5200-5204, 5300-5314, 5901- 

5954, and 555-577 = 65 
Series 120-123, 150-152. 60 
Series 66-74, 100-119 50 
Series 540-547, 550-5: 40 
Series 38-42 25 
Series 540-54’ 

i i 40 f 

35 
Russell Snow Plow 
(brains ieee ee ee 30 


Clamshells, Seale Test Cars (except Scale 
Test Car X-450) and Pile Drivers moving 
on own wheels...........--.---2-2-2--qee-eeeene eee 25 ) 

Scale Test Car X-450 when moving on own 
wheels (and must be handled on or near 
rear of train). This car must not be shoved 
on by helper engines. os 

Spreaders and Flangers handled in train_....... 

Steam Derrick 028 must not be used on 
Ridgway Spur; when used on_ other 
branches speed must be restricted to 15 
miles per hour over wooden trestles. 

Freight trains consisting of more than one-third coal or 
ore, will be restricted to coal and ore speed. 


Zone Speed for other westward freight 


40 
35 


trains which do not require the use of retain- ! 

ers as provided for in special Time Table 

Rule 5-J will be as follows: Miles Per Hour 
Detour-Narrows 35 
Narrows-Rio 30 
Rio-Thistle .. 35 

10-B. City ordinance speed limits as follows: 

STATION MPH STATION MPH 

Grand Junction 25 Midvale (Sub-Divisions 

Montrose 15 6-I, 6-J) -... . 15 

Price 30 Mt, Pleasant - 


Helper . 35 Salt Lake City, 9th So. 
Springville 30 to 5th No. Streets........ 
Provo ..... 30 Ogden Passenger 30 
American Fi 30 Ogden Freight . 5 
Lehi . 30 
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MEDICAL ATTENTION AND REPORTS 


11. MEDICAL TREATMENT OF PASSENGERS. Any Do. 
tor of Medicine may be called to treat sick or injured passe, 
gers. In case of illness, passengers are responsible for 4). 
doctor’s bill. In cases of injury the doctor submits his bill ay, d 
report to Assistant Chief Claim Agent, Salt Lake City. F,, 
convenience, the following doctors at principal points 2,. 
mupgested, put if they are not available, any physician may }, 
ied: 


Ervin A. Hinds, M.D., Chief Surgeon... 
M. C. Lindem, M.D., Asst. Chief Surgeon. 
V. Long, M.D..... 
L. Chambers, M.D. 
.R. Demman, M. 

T. D. Burleigh, M.D. 
R, F. Linnemeyer, M. 


11-A. Suggested hospitals for the care of injured passengers 
oak: pocses as follows, but when expedient any hospital may 
e used: 


Name Location 
St. Mary’s Hospital... 
City-County Hospital 
Holy Cross. 
St. Mark’s. 


MEDICAL TREATMENT OF EMPLOYES 


11-B. Care of sick and injured employes is rendered by Hos- 
pital Association Doctors, located as follows: 


Call CHapel 3-3545 
N. A. Brethouwe’ 
Woodrow Brown 
E. Robert Orr. 
H, T. Barton. 
F. R. King... 
Wm. M. Gorishek. 
John K. Wright. 
J. E. Dorman (eye, 


Guy S. Richards... 
Harold C. Jenkins. 


Salt Lake 
Salt Lake 


James H. Quinn... 
Grant H. Southwick... 


DeCosta Clark 
Fred Endsley, 
Ralph E. Jorgenson... 
Richard A. Nimer... pani: 
Charles M. Smith, Ji i Wilford G. Biesinger......SprinsY” 
Jesse J. Weight. Clair W. Judd... Sprinev* 
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1-C. Assigned Hospitals of the Hospital Association are lo- 
cated as follows: 


St. Mary’s ..... Grand Junction 
Holy Cross. Salt Lake City 
St. Mark’s.. Salt Lake City 


City-County 
Utah Valley 
Thomas D. Dee Memorial 


11-D. When persons not employees or passengers (for ex- 
ample, persons injured at crossings, trespassers, outsiders at 
work around depot or other industries, etc.) are injured, if 
they are unable to care for themselves, and if no friends 
cr others are at hand to care for them, any of the doctors 
listed in Rule 11 may be called. The doctor should be advised 
taat he is called for emergency attention only and that the 
Company does not assume responsibility for his bill. If tres- 
passers are not taken charge of by friends or others, they 
should be turned over to the public authorities as soon as 
possible, and no expense incurred in behalf of the Company 
except the emergency attention above noted. 


1-E. Parties calling doctors should explain fully as possible 


tae nature of the injuries so that the doctor may know what 
equipment to bring with him. 


1-F. Prompt Telegraphic Report (Form 3884) must be made 
of all accidents. In the event Form 3884 cannot be furnished 
without unduly delaying the train a message must be filed at 
first open telegraph office giving principal facts concerning the 
accident and Form 3884 filed as quickly as possible thereafter. 
When a personal injury occurs on a train_an additional mes- 
sage must be sent immediately to the Superintendent and 
Claim Department and if the injured person is not an_em- 
ployee on duty, the following information must be given: Kind 
cf Transportation injured person holds, giving number of 
ticket or pass, destination of injured party, whether coach or 
rullman passenger with number or name of car and, if injured | 
party stopping over enroute, state where stopover will be 
raade and address at point of stopover. In addition to the tele- 
eraphic reports (Form 3884) and messages above described, 
riail reports of all accidents and casualties must be promptly 
made and forwarded, using the following forms, according to 
tae instructions thereon and in the Book of Rules: 


___ Forms 3918-3922—All personal injuries and crossing acci- 
dents. 


Form 4009—When accident occurs on train to be filled out 
by passengers. 


Form 4012—Inspection of Equipment (Mechanical Dept.) | 
Form 4119—Fire Report (Section Foreman). 
Form 3511—Stock Struck Report (Enginemen). 
Form 4117—Stock Report (Section Foremen). 
Form 3949—Break-in-two Report (Enginemen). 


CONDITIONAL STOPS 


12. No. 7 will stop at any station to discharge pay passengers 
from Denver, Colorado Springs and Pueblo. 


_ No. 8 will stop at any station to pick up pay passengers 
for Denver, Colorado Springs and Pueblo. 


Nos. 17 and 18 will stop at Thompson on Saturdays, Sun- 
days and Holidays and will stop on flag on other days to 
receive or discharge pay passengers to or from Denver or be- 
yond and to or from Salt Lake City or beyond. 


ee 


13. 


SPRING SWITCHES 


Miles 
from 
Denver 


Location 
Spring Switches 


445.6 


East Switch East Yard 


446.9 


East End Departure 
Track East Yard 


447.3 


Entering Track to East Yard 


448.5 


Westward Departure Track 


to Alternate Inbound \Cross-over 


449.3 


East Switch Depot No. 1 


Track Depot Running Track 


621.4 


East Switch Outside Siding [Westward (outer) 
Maxwell Siding 


622.7 


West Switch Outside Siding |Eastward (inner) 
Maxwell Siding 


625.7 


Helper-East end Independent 
lead Independent Lead 


627.4 


Helper-Westward lead Ken- 
ilworth Jct. 


650.4 


Soldier Summit East end 
siding ‘Eastward Main Track 


651.8 


Soldier Summit West end 
yard track No. 1 


Westward Main Track 


660.2 


Gilluly-East end siding Eastward Main Track 


665.0 


Detour-East end siding Eastward Main Track 


671.6 


Narrows-East end siding Eastward Main Track 


672.7 


Narrows-West end siding Westward Main Track 


675.9 


Rio-East end siding astward Main Track 


681.5 


Thistle-West end siding Westward Main Track 


740.7 


East Roper [Eastward Main Track 


753.2 


East Switch Woods Cross (Main Track 


780.1 


Transfer-New Lead- Lead Track 


DUAL CONTROLLED SPRING SWITCHES 


625.8 


Helper Snake Lead 


13-A. 


LOCATION OF CROSSOVERS ON TWO 
MAIN TRACKS 


Miles Miles 
from from 
Points Denver Points Denver Points 


Trailing 651.8 Facing 695.7 Trailing 
Facing 665.0 Facing 695.7 Facing 
Trailing 666.1 Trailing 699.2 Facing 
Trailing 671.6 Trailing 699.9 Trailing 
Trailing 672.7 Facing 700.4 =‘ Trailing 
Facing 675.9 Facing 700.9 Trailing 
Trailing 677.1 Trailing 701.0 Facing 
Facing 680.0 Facing 707.1 + Trailing 
Trailing 680.7. Facing 707.1 Facing 
Trailing 681.0 Trailing 734.0 Facing 
Facing 682.3 ‘Trailing 735.9 ‘Trailing 
Trailing 682.3 Facing 740.8 Facing 
Facing 688.6 Trailing 

Trailing 688.6 Facing 
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; w ATER TANKS OR CRANES BETWEEN STATIONS 
OMITTED. 


14. 
AUXILIARY LINES 
The following are auxiliary lines: 


Grand Jet: Sub-Division 16 Provo ........Sub-Division 6-G 
eit __...Sub-Division 16-A Midvale ......Sub-Division 6-J 
Colt on .Sub-Division 6-C Welby . ub-Division 6-K 
Thistle ---~ Sub-Division 6-D Dalton .........Sub-Division 6-L 
springville .Sub-Division 6-E 


HEADLIGHTS ON LOCOMOTIVES 


16. Headlights on locomotives must be kept burning at all 
“mes when in road service except when necessary to comply 
with operating rules. 


HANDLING UNRULY PASSENGERS 


11. Any passenger who by reason of intoxication, or other- 
vise, is guilty of such disorderly conduct as to annoy, threaten 
y insult other persons on the train, and who refuses to desist 
therefrom when requested to do so by the Conductor, may be 
ejected, with his baggage, at the next station where Agent is 
wn duty. The Conductor shall use only such force as may be 
necessary to accomplish such removal, and he may command 
other railroad employes to assist in such removal, and when 
necessary Wire ahead for assistance. Before ejecting a passen- 
ger the Conductor shall tender to such pasa est the unused 
yortion of any fare which has been paid. 


Whenever a passenger is ejected, the name and address 
f such passenger and the names and addresses of all. wit- 
resses, and their statements in writing if possible, should be 
obtained. All facts connected with such ejectment should be at 
once reported to the Division Superintendent. 


When Military Police or Shore Patrol are available they 
hould be consulted before ejecting any military or naval per- 
onnel from the train. 


DESIGNATIONS OF TRACKS, POSITION OF SWITCHES 
RESTRICTIONS OF TRACKS 


18. Freight trains entering East Yard will head in receiving 
yard as indicated by Track Indicator. 


445 rack Indicator for westward trains is located at M.P.- 


447 rack Indicator for eastward trains is located at M.P.- 
Ea: * Eastward trains entering alternate eastbound track 
— Yard, will be governed by instructions from Yardmaster. 


18-A. Westward freight trains arriving Helper will be gov- 
fees by track indicator, designating track to be used, located 
°pposite ABS 6257-FS east end of Helper: 
M. Main Track 
1-7 Inclusive; Tracks as indicated. 
by Westward freight trains entering Roper will be governed 
foot 2k indicator, designating track to be used, located 200 
“' West of yard entrance switch, East Roper: 


1-10, 25-26, Inclusive: 
1. Ice House 1 
2. Tee House 2 


Track as indicated 
RT. Running Track 
W2. Wash 2 
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If indicators do not display lighted numeral, train must 
ascertain from Operator at Helper or Yardmaster at Roper 
track to be used. These indicators do not govern light engines 


18-B. East switch of wye at Sunnyside must be lined for the 
wye when not in use. Engine with or without cars departing 
Sunnyside from a point east of this wye switch must be 
brought to a stop before switch is lined for main track. 


Switch to High-line coke bin track, Sunnyside, must be 
left lined for High-line coke bin track and switch to stub derail 
spur located off High-line coke bin track must be left lined 
for spur when not in use. 


Switch to Carbon County Railway at east end of Colum- 
bia Junction must be lined for Sub-Division 5-A when not is 
use. 


18-C. Normal position of west siding switch leading to stock- 
yards, Montrose, is to stock track. 


18-D. Locomotives must pours beyond switch point of north 
track, empty yard, nor in no load track, Knight Ideal Coal 
Company yard, Wellington. 


18-E. Wye switches Welby lined and locked for Garfield 
Branch. 


18-F. When entering main track from Sub-Division §-A 
spring switch at Kenilworth Jct. must be lined for such move 


ment. 


18-G. Spur with east and connection to westward track lo 
cated 227 feet west of crossover at Gomex serves Powder 
Plant. Crews using this spur track will be governed as follow: 


At Highway crossing, 700 feet from the entering switch 
trains or engines serving this plant will stop to clear the high- 
way. A members of the crew, ‘with proper flagging equipment, 
will proceed to center of the highway to protect the further 
movement against highway traffic. Movements over this cross- 
ing will be made only on his signal. 

During foggy and stormy weather when the visibility is 
poor and between sunset and sunrise, before entering the 
crossing, movement will be protected by two members of the 
crew who will proceed in each direction from the crossing 
sufficient distance to warn highway traffic that the crossing 
plocked, using lighted red light fusees for this purpose. Mov 
ment across the highway will not start until the fiagmen in 
each direction are in ae tee to stop highway traffic, and will 
be continuous so that highway will not be blocked by standing 
equipment if it can be avoided. 


18-H. Sigurd siding is used as main track.. 


18-I. SD-7-SD-9 locomotives, Series 5300-5314, will not be 
operated on the following tracks having curvature in excess 
of 20 degrees: 


SPANISH FORK: . 
SL&U trackage in Center and Main Streets, including 
California Packing Company, Del Monte. ‘ 


PROVO: 
Provo Herald Track, 4th North, Provo Canyon Branch 
West Track Keyes Tank. 
Sears Roebuck—Pacific Fruit. 
SL&U trackage in 5th South Street. 
Anderson Lumber Company. 


SUGAR HOUSE SPUR 


SALT LAKE CITY AND OGDEN: 
As designated by Yard bulletin. 


Tracks Not Shown as Stations in Time-Table 


Station Car Switch 
Name Mile | Numbers | Capacity | Connection 
b-Division 5 

Bisonit 463.8} 2809 65 E.&W. 
wen 465.7 | 2810 35 E.&W. 
‘Sub-Division 5-A 
pragerton......0+eeeeeeeeee eres 14.2] 9105 
‘Sub-Division 16 ‘c 
colorado Core Co. Spur. 353.2 
Yfeade Lumber Spur. 353-5 | 2048 
2617 
2613 
2615 
2652 
2655 
2664 Yard 
2702 
2704 
2716 
2716 
2726 
2730 
2738 50 
2742 Yard 
2744 12 
2744 Yard 
Sub-Division 6 
Senilworth Junction. 627.4] 9030 Yard 
ee 631.9 | 9047 130 
ill Fork, 669.9 | 9064 il 
Sutro. ... 690.7 | 9082 ne 
‘yonton—Columbia Steel Co. 698.2 | 9308 Yard 
Pipe Mill Spur. 710.1 94 
Gatex.. 704.2| 9316 Yard 
Sealey. 704.6 | 9315 21 
lehi. 717.0 | 9324 4 
Nash 722.81 9326 195 
Sampler 737.4 | 9336 92 
Tire Clay, Westward Track. 739.0 | 9340 27 
Dunford, Westward Track. 740.6 | 9346 
Sugar House 742.5 | 9710 
__ Sub-Division 6-C 
Monay Coal Co...........-2-2-- 13.8] 9156 
|_ Sub-Division 6-D 
Moroni. 52.8 | 9234 
varsen 9231 
Gunnison Sugar Factory 75.0 9254 
‘vie—Mill Spur. . 90:2] 9270 
vie—Beet Spur 90.3] 9270 
97.1] 9276 
97.6] 9276 
101.6 | 9282 
107.4 | 9287 
| Sub-Division 6-E 
Spanish Fork Sugar Factory -| 5.1] 9409 
Acigley 16.0] 9421 
Sagle and Blue Bell Mine 37.9] 9454 
Gemini Mine. . 38.2] 9460 
Chief Con. Mine. 38.4 | 9464 
Godiva (Eagle and Blue Be 0.7) 9456 
Sloat NOEs sal eases vege 22.1] 9428 
Sub-Division 6-G 
\2th North Provo 1.9 
_2rovo Pressed Brick Wor! 2.1 9508 
| Sub-Division 6-H 
_bakeview 2.0} 9555 
., Sub-Division 6-3 
U.S. 8: | 0.5 9332 
Robbe } 9:5 | 9634 
Kenneco ‘| 11.9] 9630 
_,Sub-Division 6-K 
2acchus Spur. 6.1 9672 
iands Spur. . 15.3 9681 
itah Refinery . 15.3 | 9679 
5 Sub-Division 6-L 
Myatt foes Set re eae 9629 
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Tracks Not Shown as Stations in Time-Table 
(Continued) 
Name pits, [Necmbers| Capacity licen 


Sub-Division 7 


ae 752.8 10 | East 
Paria 760.6 | 9826 28 East 
Layton Sugar Works. 768.0 | 9842 90 | West 
Ogden Sugar Works 779.5 146 | East 
Evona.......--- 779.9 | 9884 30 | East 
Sub-Division 7-A 

Works. . 3.5| 9872 99 | West 

Hooper Sugar Wor! 38g See go | West 


Hooper Canning Works 


DOUBLEHEADING AND PLACING OF HELPER AND 
DEAD LOCOMOTIVES IN TRAIN 


19. Dead locomotives moving in trains will be handled as 
provided in Air Brake Rules 30-A to 31-E inclusive. 


HELPER LOCOMOTIVES—GENERAL 


19-A. When helper consisting of more than two units ML-4, 
three units GP-30 or four units of other type is used on rear 
of train, all units in excess of two, three or four respectively 
will be isolated. 


19-B. Couplers must blocked on SD-7 and SD-9 units when 
used behind other type units in helping service. 


19-C. One unit ML-4 or two units of other types may be 
placed behind caboose, provided coupler is blocked on shov- 
ing unit. 
19-E. Tonnage handled by units on head end of train must 
not exceed: 

4300 adjusted tons, Thistle to Soldier Summit. 

3500 adjusted tons, Helper to Soldier Summit. 


If train consists of more than this tonnage, helper will be 
placed on rear or cut into car. 


Cars placarded “Rear End” or “Handle on Rear of Train 
Only,” and other cars designated as ‘Rear Ender,” must be 
trained behind helper, when helper is on rear of train. 


HELPER LOCOMOTIVES—HELPER TO SOLDIER SUMMIT 


19-F. On coal trains, when helper consists of four units or 
less, it will be cut in ahead of caboose and rear enders. If 
helper consists of 5 to 8 units, it will be cut in ahead of 2900 
adjusted tons. If helper consists of more than 8 units, it will 
be cut in ahead of 3500 adjusted tons. 


On other trains, if less than 3500 adjusted tons, helper 
may be placed ahead of road locomotive; if over 3500 adjusted 
tons, helper of more than two units will be cut in ahead of 
caboose and rear enders. 


HELPER LOCOMOTIVES—THISTLE TO SOLDIER 
SUMMIT 


19-G. If less than 4300 adjusted tons, helper may be pact 
ahead of road locomotive; if over 4300 adjusted tons, helper 
of more than two units will be cut in ahead of caboose and 
rear enders. 


JOINT OPERATIONS 


20. D. & R. G. W. trains and engines will enter Kennecott 
Corporation track, M.P. 15.3, Sub-Division 6-K (Sands Spur); 
under protection of flag. 
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20-A, All employees will be governed by O. U. R. & D. Co. 
rules and regulations and will have in their possession copy 
of current time table and rules, while using O. U. R. & D. Co 
tracks at Ogden. 


Joint switch crews, Salt Lake terminal, must have a copy 
of the current Western Pacific time table with them while on 
duty, and be governed by it while on Western Pacific tracks 
west of east curb of Jeremy Street, Salt Lake City. 


20-B. Salt Lake City Union Depot and Railroad Co. Rules 1 
and 3 as revised read: 


“], Trains have no time table superiority between First 
South and Ninth South Streets, Salt ate City Union Depot 
a geal trackage on Fourth West Street, Salt Lake City. 
Yard engines and other engines occupying these tracks must 
make way for passenger train without unnecessarily delaying 
them. Trains, yard engines and other engines must move on 
Depot Company tracks prepared to stop within one-half the 
range of vision.” 


_ 3, Automatic street crossing signals in service at 2nd and 
4th South Streets at 4th West Street, Salt Lake City. Control 
cireuit limits marked by rail joints painted yellow. 


When a train, engine or yard movement, has stopped or 
been delayed within circuit control limits, additional move- 
ments must proceed slowly until positive determination is 
made that crossing signals have operated a sufficient time to 
stop traffic. In event crossing signals are not operating, move- 
ment over crossing must be protected by a crew member. 


Unnecessary occupancy of control circuits must be avoided. 


Indication signal placed on mast east side of 2nd and 4th 
South Streets will display flashing lunar lights when crossing 
signals are operating. 


Eastward and westward trains when ready to depart will 
proceed slowly into control circuit to activate crossing signals. 


Unless otherwise instructed, track assignments SLCUD 
are as follows: 


D. & R. G. W. and W. P. passenger trains....Track No. 3 
U. P. interchange deliveries... Track No. 2 


“Trains, yard engines, light engines and others using 
SLCUD Railroad Co. tracks will leave switches as found, ex- 
cept switches will be left lined for No. 3 track. Switch connec- 
tion with WP main track and SLCUD track just east of Ist So. 
Street will be left lined for WP main track.” 


20-C. Within limits specified below Rule 93 of the D.&R.G.W. 
Rules and Regulations of the Operating Department govern 
all train or engine movements: 


Limits Roads Governed 


Garfield Yard Wee Kennecott Corpn., and D. & R. 
D. & R. G. W.-Kennecott Corpn., D. & R. 
Utah Refinery— G. W. switch crews enter Kennecott _ 
Garfield Corpn. main track at Utah Refinery — 


under flag protection. 
Clearfield Naval U. P., Naval Supply Depot, and D. & R. 
Supply Depot G. W. 


20-D. Switch movements in the Ironton Plant shall proceed 

prepared to stop short of any obstruction, including trains, | 
occupied tracks, improperly lined switches, and be on the 
lookout for anything that may affect movement of the train. — 


20-E. Within the limits of Geneva Steel Plant all trains and 
engines shall move within the Plant prepared to stop short — 
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of any obstruction, including occupied track or improperly 
set switches. 


20-F. All freight trains, switch and light engine movements, 
including interchange deliveries between U. P. North Yard 
and D, & R. G. W. Roper, will, unless otherwise provided, use 
the two running tracks extending from D. & R. G. W. main 
track, Sub-Division 7, between Ist North Street and North 
Temple Street to 21st South Street, Roper. 


When display of markers not required, as in switch move- 
ments, a member of crew must ride rear car and display a 
white light to rear at all times between sunset and sunrise, 


When operating in T. C. S. territory west of Pollard Jct., 
switch crews Roper-Salt Lake Terminal will be governed by 
W. P. Rule 547, reading: 


“When work is to be done by any train or engine, includ- 
ing work trains, requiring movements in both directions with- 
in a block or blocks, authority must be obtained from (W. P.) 
train dispatcher who will specify working limits and, when 
necessary, time limits.” 


Between crossover leading to W. P. connection just south 
of 1st South Street, Salt Lake City, and 21st South Street, 
Roper, all trains, switch, light engines, and interchange de- 
livery movements will keep to the right and movement against 
the current of traffic will be made in accordance with Oper- 
ating Rule 93. 


Western Pacific trains have no time table superiority on 
W. P. running track between S. L. C. U. D. & R. R. Co, track- 
age and westward home signal located between 5th and 6th 


West Streets. 


20-G. All employees while using Union Pacific tracks, Salt 
Lake City, and U. S. Smelter tracks at Midvale, including D. & 
R. G. W. delivery and receiving tracks, will be under the juris- 
eicaor of Union Pacific supervisors and will obey their in- 
structions. 


D. & R. G. W. crews will deliver all passenger equipment 
to the Union Pacific Depot yard. In event the equipment is in 
solid trains and the trains have to be turned, instead of de- 
livering to the Union Pacific on the leg of the wye, this equip- 
ment will be handled into their Passenger Depot. 


___ To effect delivery and turning D. & R. G. W. switch crews 
will use joint facilities of Grant Tower interlocking then pro- 
ceed on Pedro No. 2 to 2nd South and 3rd West, thereafter 
moving only as directed by switch tender located at 2nd South 
Street, who will designate the track in the Union Pacific Depot 
on which the delivery is to be made. 


_D. & R. G. W. crews will be governed by. the following 
Union Pacific Operating and Special Rules, in addition to 
De pecs G. W. operating rules, while working in these terri- 


Union Pacific Operating Rules 93, 103(C), 103(D), and 
802-B, and Special Rules 104(W) and fone j 


93. Within yard limits, all trains and engines must move 
prepared to stop within the distance track is seen to be clear. 


r 103(C). At public crossings protected by automatic cross- 
ing signals, bells or gates, every effort must be made to avoid 
unnecessarily occupying controlling circuits or leaving switch- 
es open within the controlling circuits. 


When a train, engine or switching movement has been de- 
layed or stopped within 1500 feet of such crossing, any further 
movement, either forward or reverse, toward the crossing 
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must be made at restricted speed until it is determined that 
the crossing signals are operating for sufficient time to stop 
highway traffic. In case the crossing signals are not eee 
for the movement, crossing must be protected by a member o 
the erew, unless a crossing watchman is on duty. 


When a train, engine or switching movement is to be made 
against the normal current of traffic over a public crossing 
protected by automatic crossing signals, bells or gates, a mem- 
ber of the crew must protect the crossing, unless a crossing 
watchman is on duty. 


103(D). At public crossings protected by crossing watch- 
men and crossing gates, yard crews must know gates are down 
and crossing protected before making movement onto or over 
the crossing. When not so protected, the crossing must be pro- 
tected by a member of crew. 


104(W). At Salt Lake City, Second South Street, unless 
proceed signal is received from switchtender, trains and road 
ngines must remain clear of following points: 


ete! passenger depot, remain clear of passenger 
ead. 


Entering Salt Lake City, remain clear of Second South 
Street, stopping before fouling adjacent main track. 


Entering Second South Street westward from Pedro 1 
or Pedro 2 tracks, remain clear of cross-over just 
east of Second South Street. 


Switchtenders must see route is properly lined and clear 
of other movements before giving proceed signal to approach- 
ing trains, road engines or D. & R. G. W. switch engines. 


Second South switchtender must handle D, &. R. G. W. 
interchange movements on Provo Subdivision unless that 
track is blocked. If necessary to handle on Second Subdivision 
main track, switchtender must receive verbal permission from 
train dispatcher authorizing movement. 


At Salt Lake City, trains and engines must not foul ad- 
jacent tracks or slip switches between North Temple Street 
and Second North Street without first receiving proceed signal 
from switchtender. (Does not apply to yard engines unless ¢ 
first-class train is due.) 


104(X). At Salt Lake City, eastward trains and engine: 
on main track must stop to clear Fifth North Street unless 
proceed signal is received from switchtender. 


Other trains and road engines, including D, & R. G. W. 
switch engines, must stop to clear Fifth North Street unless 
proceed signal is received from switchtender. 


Unless otherwise directed, trains and engines, including 
D. & R. G. W. switch engines, moving to North Yard tracks 
from Freight Line must stop on straight track to clear Fourth 
North Street crossover, unless proceed signal is received from 
Fifth North switchtender. 


802-B. Road engines, trains and yard movements ap- 
proaching leads in terminal yards must stop before fouling 
ie unless it is known that switches are properly lined and 
jead is clear. 


Before a train or yard_movement starts out of a yard 
track, a trainman will precede the movement to a point where 
it is known route is clear. 


Before a light engine starts out of a yard track, both the 
engineer and fireman must know that switches are properly — 
lined and route is clear. 
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20-H. O. U. R. & D. Co. Time Table and rules apply between 
Ogden and Transfer. 


20-I. Grant Tower annunciator is located 430 feet west of 
13th South Street, Salt Lake City. Following whistle signals 
will be given at this annunciator: 

WP trains and engines, departing—4 short. 

Ogden trains and engines departing—1 long. 

Rio Grande to UP deliveries—2 short. 

UP light engines, returning—1 long, 1 short. 


MISCELLANEOUS 


21. In freight service, fireman (helper) will patrol engine- 
room as frequently as conditions require after which he will 
immediately return to his proper place in the control room 
of the operating unit. He is responsible for operating condi- 
tions, observance of signals, etc., only when he is in the control 
unit. 


21-A. When RS-3, GP-7, GP-9, SD-7, SD-9 or GP-30 loco- 
motives are being operated together or coupled with other 
units, or when “A” units are being operated coupled between 
other units, and an alarm sounds, train will be stopped and 
units given inspection, when necessary. 


21-B. Train, Engine and Yard service employes are required 
to adjust watch in event there is a variation of 30 seconds or 
more at time of comparison. 


21-C. Engines or cars will not be left unattended on the 
Spring Canyon Branch main track. 


21-D. Riding, getting on or off scale test car while same is in 
motion, is prohibited. 


21-E. Cars must not be “dropped” over main highways. 


21-F. D. & R. G. W. X cars, unless otherwise designated, are 
rear enders and must not be handled more than 20 cars ahead 
of rear end of train. 


Open Hours of Train Order Offices 


Sundays & 
Weekdays Saturdays Holidays 
Grand Junction. Continuous Continuous Continuous 
Delta. 97 Closed Closed 
Montrose. Closed Closed 
Closed Closed 
Closed Closed 
Closed Closed 
Continuous Continuous 
Continuous Continuous 
i Continuous Continuous 
Continuous Continuous Continuous 
7:00 a.m. - 4:00 p.m. Closed Closed 
Continuous Continuous Continuous 
Continuous Continuous Continuous 
8:00 a.m. - 5:00 p.m. Closed Closed 
7:30 a.m. - 11:30 p.m. Closed Closed 
Continuous Continuous Continuous 
9:00 a.m. - 6:00pm. 9:00a.m. - 6:00 p.m. Closed 
8:00 a.m. - 5:00 p.m. Closed Closed 
- 8:00 a.m. - 5:00 p.m. Closed Closed 
8:00 a.m. - 5:00 p.m. Closed Closed 
8:00 a.m. - 5:00 p.m. Closed Closed 


_ _,Following are legal holidays: New Year’s Day, Wash- 
ington’s Birthday, Decoration Day, Fourth of July, Labor Day, 
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Thanksgiving Day and Christmas (provided when any of the 
above holidays fall on Sunday, the day observed by the State, 
Nation, or by proclamation shall be considered the holiday). 


INSTRUCTIONS CONNECTION TONNAGE RATINGS 
(Following Pages) 


Tonnage ratings shown for all locomotives are based on 
single unit. Where more than one unit is used, tonnage will 
be based on number of units used. SD-7 units will be rated 
the same as F-7 units and SD-9 units will be rated the same 
as F-9 units when used on a train with any other type units. 


Car Limits, excluding caboose: 


Sunnyside Branch: With two or more units, SD-7, SD-9 
or four or more units other type locomotives, 70 loads may be 
handled Sunnyside to Columbia Junction and 115 cars Colum- 
bia Junction to Mounds. One unit SD-7 or SD-9 may handle 
60 loaded cars and one unit other type locomotive may handle 
40 loaded cars Sunnyside to Columbia Junction. Empties may 
be handled in addition to loads. 


Soldier Summit to Thistle: Trains consisting of more than 
one-third coal or other heavy loads, when handled by 3 units— 
90 cars; when handled by 4 or more units—100 cars. 
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Service 


R. S. ENO 
Assistant Superintendent ‘ 
Salt Lake City te 


Cc. W. HEARN 
Terminal Trainmaster 
Salt Lake City 


W. E. CLAWSON 
Terminal Trainmaster 
Grand Junction 


L. 0. FICKLIN 
Trainmaster 
Grand Junction 


L. H. PENNINGTON 
Trainmaster 
Helper 


A, H. NANCE 
Trainmaster 
Provo 


E. R. HOUSE 
Trainmaster - Road Foreman of Equipment 
Salt Lake City 


M. McMULLEN 
Assistant Trainmaster 
Ogden 


L. P. URQUHART 
Road Foreman of Equipment 
Grand Junction 


B. H. WAGNER 
Road Foremen of Equipment 
Salt Lake City 


O. W. GEISLER 
Chief Dispatcher 
Salt Lake City 


